
Sauna heater

Technical Characteristics:
• Heavy duty sauna heater with stainless steel jacket
• Intelligent controller and separate control box
• Two sets of independent contacts for the thermostatic control and thermal cut out
• Temperature settings: 50-110°C or 122-230°F
• Intelligent sequential heating system
• Double overheating protection system for both sauna room and sauna heater
• LED diagnostic system, complies with the new CE standard
• Frequency: 50/60Hz

Specifications:
• A large and improved control panel showing the time in hours and minutes , and displays the temperature in

Centigrade or Fahrenheit according to customer preference
• Dual modes which allow the customers to preset the opperating time and the waiting time
• Sequential heating system to save energy and prolongs the life of the main parts
• Diagnostics - 8 LEDs on the control panel show different working stages and operations for elementary

diagnosis if a problem should occur.
• Switch for sauna cabin lamp
• Double safety protection:
• High temperature cut-offs for both the sauna cabin and the sauna heater.
• Stainless steel shell
• Complies with new CE standard with door interlocking function

Every Oceanic sauna heater is subjected to the following strictly controlled tests:
• 48 hour continual test for circuit board
• Operational test of every sauna heater before packing
• Controller is tested for all functions
• High voltage test
• Earthing resistance test

Model Power Voltage Phase Stones Dimensions
(KW) (V) (N) KG (L x W x H) MM

OCS30B 3 230 1 12-14

OCS60B 6 230/400 1/3 13-15

OCS90B 9 230/400 1/3 40-50

OCS120B 12 230/400 1/3 40-50

OCS150B 15 230/400 1/3 60-70

OCS180B 18 230/400 1/3 80-90

410 x 280 x 570

480 x 560 x 660

700 x 560 x 660
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Oceanic OCS-U behind bench heater series sauna heaters are available from
6kw to 13.5 are equipped as standard with our OCSB digital controller or OSX
touch screen control panel.

OCS-U behind bench heater installed behind bench in sauna cabin, the heat
efficiency is higher especially it can prevent from towel or other things cover the
sauna heater causing fire by mistake.

OSC-U behind bench heater has a stainless steel rock basket to isolate heat
elementsd and rocks, and the special design basket also canb let the water pour
on sauna heater not flow to heat elements directly, it can extend the heat elements
life.

Every Oceanic sauna heater is subjected to the following strictly controlled tests:
• 48 hour continual test for circuit board
• Operational test of every sauna heater before packing
• Controller is tested for all functions
• High voltage test
• Earthing resistance test

Technical Features:
• High efficiency heater designed to be neatly hidden behind the seating panels
• Incoloy 840 heat element with independent sauna rock holder
• Good quality heater
• Intelligent controller with separate control box
• 2 sets of independent contacts for the thermostatic control and thermal cut out
• Temp setting: 50-110°C or 122-230°F
• Intelligent sequential heating system
• Double overheating protection system for both sauna room and sauna heater

OCU60 6 230V 400V 1300 225 850 6 15 6-8 35 x 3

OCU75 7.5 230V 400V 1300 225 850 6 15 7-12 35 x 4

OCU90 9 230V 400V 1300 225 850 6 15 9-14 35 x 5

OCU105 10.5 400V 1300 225 850 9 15 12-16 35 x 6

OCU120 12 400V 1300 225 850 9 15 14-18 35 x 7

OCU135 13.5 400V 1300 225 850 9 15 16-20 35 x 8
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